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CONTACT METALLIZATION
Top Contact: > 12,000 i Die Suze- 26135  (mils)
'A Aluminum 0.660 x 0.889(mm)
4x4 (mis)
: Psd Suze: 0.102 x 0.102(mm)
Backside Contact: 3,000 A Gold BODY-SUBSTRATE -
s

ASSEMBLY RECOMMENDATIONS
It is advisable that:
a) the die be eutectically mounted with gold silicon preform 98/2%.

b) 1 mil (0.0254mm) aluminum wire be ultrasonically attached to the top contact.

TYPICAL ELECTRICAL CHARACTERISTICS

PARAMETER MIN. TYP MAX. UNIT TEST CONDITIONS
Bypss -35 v Vas = 0, Ip = 104A
Ipss 10 400 pA vVas = d, Vps =-20V
gts 1500 3000 umho Vps =-1SV, Ip, = -10mA, { = 1K
IGss 0.1 10 pA Vgs =-40, Vps = 0
Dvas 20 200 mV Vpg =-15V, Ip = -5004A
vVas 2.0 \ Vps =-18V, Ip = -104A
Crss 0.4 0.7 pF Vps =-15V, Ip = -10mA, { = IMH:
Ciss , 2.0 3.0 pF Vps =-15V, Ip = -10mA, { =iMH;
Ciss 2.0 3.0 pF Vps =-15V, Ip = -10mA, | = IMH:
on sgrj? | aviHz | Vps =-15V.Ip = -mA. f = Ik
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